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Abstract

The timber building has received increasing attention in
building industry due to its benefits to environmental
resilience. This study presents a BIM-based integrated
analysis in a new prefabricated timber house in northern
China, considering seismic performance, construction
material use/cost, and embodied carbon emission. Three
new structure solutions were analysed in comparison with
the conventional model. It can be found from the cost
analysis that the shortest stud spacing achieves an
increase of 23.67% and the longest stud spacing has a
decrease of 21.92%. For the embodied carbon, the
shortest stud spacing sees a decrease of 29.21%, while an
increase of 12.52% is found in the longest stud spacing.

Key Innovations

e A BIM-based integrated
prefabricated timber house.

e The analysis including seismic performance,
material use/cost, and embodied carbon.

e A necessity to integrate embodied carbon into
the design of timber structure safety.

Practical Implications

During the detailed design of a perfricated timber house,
it is necessary to balance material use and embodied
carbon emission when the structural safety is achieved.

analysis in a

Introduction

The construction industry is responsible, predominately
through the construction and operation of buildings,
approximately for around 40% of global energy use, 25%
of global water consumption, and around 30% of global
greenhouse gas emissions (UNEP-SBCI, 2009). It is also
recognized as one of the most significant contributors to
human-induced environmental impact (Crawford and
Cadorel, 2017). Studies can show that the use of timber
for building construction is more beneficial in mitigating
this effect (Lippke et al., 2011; Sathre & O’Connor, 2010),
as a timber-based building can achieve a significantly
lower lifecycle carbon balance than a comparable
concrete-based building (Dodoo et al., 2009). In addition,
the light timber structure applied in buildings has been
proved with an excellent performance in seismic
resilience (Buchanan et al., 2011; Ceccotti, 2008).
Recently, the timber structure has received increasing
attention in building industry across the world.

However, there are still many challenges found in the
current application and development of timber structure,
especially in the sector of residential building (Lehmann,
2013). It has been noted that the construction cost (Tykka
et al., 2010) or the total life cycle cost (Riala & Illola,
2014) tends to be a key issue determining the choice of
timber material and relevant construction technology.
Lehmann (2013) found that the uncertainty and lack of in-
depth knowledge of regulations relevant to timber
construction is still regarded as the critical barrier to limit
the application of timber houses in Europe and Australia.
An Australian survey identified the most significant
barriers in houses to be a perceived increase in
maintenance costs and fire risk, together with a limited
awareness of the emerging timber technologies available
(Xiaetal., 2014).

The timber house has been investigated in terms of
different aspects. The seismic performance was studied as
the first topic. Foschi (1977) developed a finite element
model to simulate the earthquake resistance of shear wall
module, which was calibrated through the experimental
data. Johnn (2005) proposed a new user-defined unit
which can use a variety of nonlinear nail connection
restoring force models and take full account of the
hysteretic characteristics of the nail connection to
improve the whole seismic performance of timber house.
Later, the performance of carbon emission through the
construction of timber house has attracted more attentions.
An early study systemically (B&jesson & Gustavsson,
2000) analysed carbon emissions across the construction
period of typical multi-storey residential buildings,
through a comparison of frame material between wood
and concrete. Clearly, a significant reduction of carbon
emission can be found in the wood frame. The low-carbon
benefit of timber structures has been proved in many later
studies (Lehmann, 2013). Recently, studies tended to
focus on the construction cost and material saving. Riala
and llola (2014) explored several approaches to improve
cost-effectiveness of timber construction by semi-
structured interviews. Based on a life cycle period of 20
years, Kaziolas et al. (2015) proposed an innovative
model to optimize the whole-life cost of a timber building,
taking account of its mechanical, structural and energy
subsystems. In addition, a hybrid optimization algorithm
for timber material cutting was developed with an aim to
minimize sheathing material waste in a timber building
(Liu et al., 2019).

Given studies mentioned above, it can be found that a new
trend for investigating applications of timber house is how
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to enhance the low-carbon benefit of timber material and
at the same time reduce its cost. In addition, it seems that
the design and construction of a timber house may need
to be processed using an integrated approach (Kaziolas et
al., 2015). As BIM-based building simulation techniques
can provide practitioners and researchers with an
opportunity to assess building performance from a mixed
perspective (Drejeris & Kavolynas, 2014), it would be
useful to apply an integrated analysis of timber house
performance within a BIM environment.

This article presents a BIM-based analysis in a
prefabricated Chinese timber house, in terms of seismic
performance, material use/cost, and embodied carbon. In
addition to the original structure design, three new
structure solutions were introduced and analysed. A
parametric study was conducted through the integrated
approach taking into consideration the three factors.

Methods
Location and seismic building code

This house is located in Tianjin city in northern China
(Latitude: 39.12°N, Longitude: 117.19°E). Tianjin has a
humidity continental climate (MOHURD, 2019). July has
the highest average temperature of 26 C (79 F), while the
coldest month is found in January with the average
temperature of -3.3<T (26 F).

According to one Chinese building regulation
(MOHURD, 2019), the design of structural safety in
buildings must be in compliance with the seismic
intensity of the location. Tianjin has the seismic intensity
of level 8 (calculated acceleration 0.20g), which means a
high requirement for the earthquake-resistant structure.
Thus, this study adopted the seismic performance as a
baseline issue according to the parametric analysis in this
timber house.

The timber house studied

The K-house in Figure 1 is the timber house studied in this
article. It is a new timber terrace house with two floors
and a total floor area of 43.56m?. This house adopted a
platform timber structure, which is currently the most
common type of light-frame timber housing construction
in China. In this house, small-sized timber components
are densely installed with a centre distance of 406mm.

Figure 1: The timber house studied in this article.

Figure 2 shows the plan of K-House with an independent
structure. The outline of K-House plan is a rectangle, with
a width of 5640 mm and a depth of 12700 mm on the

ground floor. The width and the depth of the first floor are
7275 mm and 12700 mm, respectively. K-House is
composed of 16 timber shear walls to form the indoor
spaces, and resist the lateral load caused by earthquake or
wind. Names, positions, and dimensions of these shear
walls are displayed in Figure 2.

Ground floor First floor
Position Name Position Name Position Name Position Name
- - i e
ELIEIIEITIES
o | | | || [
el R W oy | .| G

Figure 2: Plan of K-house, and positions and names of
16 shear walls.

According to Figure 3, construction procedures of K-
House are as follows: 1) Dimension lumbers were
produced using wood logs in the factory, and then
transported to the construction site. 2) Dimension
lumbers were arranged at a pitch of 406mm as the joist,
which was assembled using the upper and lower timber
beams to form the floorboard. 3) Each floorboard was
used as an operating platform. The timber wall structures
were then installed on the platform. 4) Finally, roof timber
trusses were installed around external walls of the top
floor.

Stepl: Floor frame
construction (Ground floor)

Step2 : Floor cladding
construction (Ground floor)

Step3: Wall frame
construction (Ground floor)

Stepd: Floor frame
tion (1% floor)

M L ik
Yy

Steps: Floor cladding
construction (1* floor)

Step6: Wall frame
construction (17 floor)

Step7: Wall cladding construction
(Ground and 1+ floor)

Step8: Roof construction

In Figure 4, key components of shear wall can be divided
into two parts: structure and cladding panel. The structure
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includes top beam, top plate, sill beam and sill plate
(horizontal), and studs (vertical). Arranged with a specific
spacing, the studs are connected to the beam and plate
using nails. The stud spacing refers to the centre distance
between two adjacent studs. The cladding panel is mainly
composed of drywall (internal) and sheathing wall
(external). The cladding sheets of timber structure wall
(prefabricated) are available in a standard size with
nominal dimensions (1220mm>2440mm) and thickness
(12mm). During the process of construction, only
standard cladding sheets can be applied to fit the designed
dimensions through cutting or connection, and then
fastened to timber studs and plates. In addition, cladding
butt joints should always be spliced on the stud and be
staggered. The cavity between shear wall and drywall is
filled with the insulation materials (rock wool).

Drywall
Top beam
Sheathing wall
Top plate
Stud
Sill plate Sill beam

Stud spacing

Figure 4: Components of shear wall structure and
cladding panel.

Table 1 and 2 present key materials and dimensions of
shear wall structures and cladding panels. The material of
five wall structure components is Spruce-Pine-Fir (SPF),
which is a typical commercial softwood product made in
Canada and is widely used as a structural material in
current Chinese timber houses. The section dimension of
each structure component has the same values of 38140
mm. For the cladding panels, the sheathing wall is
constructed using Oriented Strand Board (OSB), while
the drywall is made of gypsum board (GB). Both cladding
panels have the nominal dimension of 1220>2440x15
mm.

Table 1: Materials and dimensions of shear wall:

structure.
Name Material . Sec_t|on
Dimension(mm)

Stud
Sill plate -
Top plate Sprucg';lne":" 38140
Sill beam (SPF)
Top beam

Table 2: Materials and dimensions of shear wall:
cladding panel.

. Dimension per
Name Material Sheet (mm)
. Oriented Strand
Sheathing wall Board (OSB) 1220>2440x15
Drywall Gyps(‘:;”;;mrd 1220544015

Structure simulation

This study used the Revit-Dynamo (for modelling) and
Abaqus Unified FEA (Finite Element Analysis) to assess
the seismic performance in this timber house according to
various structure solutions.

The original structure of K-House was designed using a
conventional model, with a typical characteristic: the stud
spacing of shear wall was set as 406 mm. This setting was
developed from practices and can well comply with the
building regulations (MOHURD, 2017; MOHURD,
2019). In China, the stud spacing of shear wall can be
allowed to conduct some adjustment according to
different needs (MOHURD 2017). Thus, within the
allowed range of structural safety (MOHURD, 2017), this
study tested three new structure solutions in terms of stud
spacing of shear wall: 305 mm (24.9% decrease), 490 mm
(20.7% increase) and 610 mm (50.2% increase). Based on
the practical experience, the largest stud spacing (610 mm)
can be well fitted with many common types of sheathing
wall, drywall, insulation layer and finish material.

In this light frame timber house, the shear wall was the
main anti-lateral load component (see the 16 walls in
Figure 2). For the seismic simulation using Abaqus, the
applied lateral load was set on the top of each shear wall
and the ultimate lateral load of each wall in each solution
was then calculated to justify its performance.

Table 3: Settings of seismic performance simulation
using Abaqus (Cheng, 2007; Johnn, 2005; Folz and
Filiatrault, 2001)

Structure Element Element Parameter
component
E = 9650MPa;
Stud B2l BxH = 38 mmx=140 mm
E1= 1840MPa;
Sheathing wall | CPS4R E>=1840MPg;
G12 =620MPa; t = 15 mm
K1=700N/mm;
K2=24 N/mm;
User- K3=20 N/mm;
Nail (sheathing | defined K4:785 N/mrp,
wall and stud) | Element: Ks=28 N/mm;
Up Fo=1000N; F1=142N;
8 yielw=1.2 mm; & ,=9.0 mm;
8 +.:1=40.0 mm;
a=08; B=11
K1=700N/mm; K2=24.0;
User- K3=20.0; K4=785;
Nail (stud and defined Fo=3300N; F1=142N;
stud) Element: | &.=10.0 mm;
U 6 +:1=40.0 mm;
a=08; B=11

As the shear wall is a plane bearing component, it can be
defined as a two-dimensional model in Abaqus simulation.
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When the shear wall receives the lateral load, the stud and
top and bottom beams are simultaneously subjected to the
axial force. The bending moment was simulated by the
beam element B21, whilst the cladding panels were
simulated by shell element CPS4R (Hibbitt, 2003). The
nail connection was analysed through two-node element
(Johnn, 2005). Table 3 presents settings for each structure
component of shear wall and its corresponding finite
element and material parameters in Abaqus. In this table,
E represents elastic modulus of material; B represents
section height of stud; H represents section width of stud;
G represents shear modulus; t represents thickness of
sheathing wall; Ki represents initial stiffness of a
sheathing—to—framing  connection; K,  represents
secondary stiffness of a sheathing—to—framing connection;
Kz represents softening stiffness of a sheathing—to—
framing connection; K, represents unloading stiffness of
a sheathing—to—framing connection; Ks represents
slipping stiffness of a sheathing—to—framing connection;
8 yielw represents apparent yield displacement of a
sheathing—to—framing  connection; & . represents
unloading displacement of a sheathing—to—framing
connection ; 8 . represents softening displacement
corresponding to the failure load of a sheathing—to—
framing connection; a represents sheathing-to-framing
connection degradation hysteresis model parameter; B
represents sheathing-to-framing connection degradation
hysteresis model parameter.

F Max: +4,608e+001

‘\?M“‘M

Max: +4.608e-01
Node: PART-1-1.1181

Figure 5. The deformation cloud picture of timber frame
shear wall (Abaqus).

Figure 5 shows one simulated result of the deformation
cloud picture of timber frame shear wall. It can be found
that under the lateral load, the deformation of the cladding
is mainly torsion, while the stud has been changed from a
rectangle to a parallelogram with a slight bending.

Use and cost of main construction materials

Given various structural solutions, the material usage of
this timber house was assessed using Revit-Dynamo
(BIM tool) and relevant construction costs were
calculated according to material characteristics and prices
(Table 4 & 5) recommended in a reference (MOHURD
2013). As mentioned above, cladding butt joints should
always be spliced on the stud and be staggered. Therefore,
different stud spacing will lead to different standard
cladding layouts, and various amounts of cladding
material use in each case. In this paper, the total cladding
use includes the cladding applied on the house and the
cladding wasted during the construction.

Table 4: Price of construction material: structure.

Name Level
SPF IIc

Unit price (RMB)
2600/m3

Table 5: Prices of construction material: cladding panel.
Dimension per

Name Unit price (RMB)

sheet (mm)
0SB 2440x1220x15 105/sheet
GB 2440x1220x15 12/sheet

Embodied carbon

Given various structural solutions, the material usage of
this timber house was assessed using Revit-Dynamo
(BIM tool) and relevant construction costs were
calculated according to material characteristics and prices
(Table 4 & 5) recommended in a reference (MOHURD
2013).

According to the life of cycle assessment for building
materials, the “cradle-through-construction” include main
processes of production, distribution, and installation
(BSI, 2011). Since applications of various waste treatment
models will lead to huge differences in embodied carbon
calculation in the end of life, this study only focuses on
the embodied carbon of timber material using the way of
‘from cradle to construction’. The main algorithms of
embodied carbon for three materials (SPF, OSB, Gypsum
Board) used in this study can be found in Table 6.

Table 6: Algorithms of embodied carbon (cradle-
through-construction). (WFG, 2017)

Parameters Distribution
describin Cradle and
Name ; g Units | Stage .
environmental (kgim?) | Construction
impacts (kg/m?)
SPF -712 49.26
0SB Global 8.99 0.74
Gypsum Warming CO2eq : .
ypsu .
Potential (k 1.85 1.11
Board (ko)
BIM workflow

Revit-Dynamo (BIM tool) was applied to complete the
integrated analysis in this study. The workflow is shown

in Figure 6.
..........................................................
House stuctwe model .
Identification:
Wall, floer, Celling: Structurdl  |—— elements to be
framing (Stud) analyzed
. Sheathingwall s
'] Windowsanddoors ¥ Structure designmethod
. \__//— - Center spacing of s
/ (305mm 406mm 490 mm 610mem)

Modelling: house

L1 Sheathingwall amangement
structure model

- Openings position adustment

v v v

Calculation of the use
and cost of main
construction materials
(Table 4 & 5)

Seismic
performance
analysis

Seismic
Simulation
(Abaqus)

Embodied carbon
analysis (Table 6)

[ ] J
v

Comparisonand design

BIM(Revit -Dynamo )

suggestions
4 1
L -

End

Figure 6: Workflow in a BIM environment.

First, key elements to be analysed were identified from
different structures including floor, celling, shear wall
(structure and cladding), windows and doors. Second,
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alternative solutions were designed and set for the . . ) Stud Rioad
structure with the highest potential (i.e. shear wall): (1) Position | Dimension(mm) | o - ing(mm) (%)
defining stud spacing (305 mm, 490 mm, 610 mm); (2) 305 330
fitting cladding panels with the wall structure; (3) WA 564053200170 490 1.92
adjusting positions of openings (window and door). 610 6.04
Following this, three parallel processes were conducted at 305 314
the same time to provide with results of seismic WB 860053200170 490 111
performance, materials use and cost, and embodied 610 6.64
carbon, respectively. The seismic analysis was conducted 305 471
in Abaqus. The structure models were transferred from WC 210053200170 490 -1.60
Revit and calculated data were sent back through the 610 749
connection with Revit. Finally, a parametric analysis was 305 267
achieved based on the three types of data. WD 410053200170 490 181
Results 610 -7.25
. _ 305 2.21
Analysis o.f selsm.lc performance WE 3540532005470 490 177
Table 7 gives ultimate lateral loads on each shear wall 610 6.19
(Figure 2) in K-House with the stud spacing of 406mm 305 3.04
(conventional model). WF can bear the highest load WE 1270058200170 490 0.97
among walls of ground floor (72.3KN), whilst at the first 610 6.22

floor WP has similar load (72.5KN). The lowest ultimate
load can be found at WL, which is approximately 1/6 of
the load of WF or WP. It can be found that the increasing
wall length can increase the ultimate load.

Table 9: Relative differences of ultimate loads on the
shear walls with alternative structural solutions (stud
spacing: 305mm, 490mm, 610mm); first floor.

Table 7: Ultimate lateral loads on the shear wall with . . . Stud Rioad
the conventional structure (stud spacing: 406 mm). Position | Dimension(mm) Spacing(mm) (%)
Ultimate

.. . . 305 2.71
Level Position | Dimension(mm) lateral load WG 56403100170 490 163
(KN) 610 -6.50

WA 564053200170 36.4 -
WB | 860053200170 542 305 4.89
Ground | WC | 2100>8200%170 147 WH | 5300>8100>470 490 259
Floor | WD | 4100x3200<L70 2756 610 176
WE | 3540>8200x.70 226 305 3.00
WE 1270053200170 723 Wi 7275>3100%170 490 -2.36
WG 5640>3100x<170 36.9 610 -5.14
WH | 5300x3100<L70 348 305 4.48
Wi 797553100170 6.7 WJ 33003100170 490 -2.49
WJ 3300>3100x170 20.1 610 -10.45
First WK 7275>3100%170 46.5 305 2.37
floor WL | 1900>3100x170 122 WK | 7275>8100>470 490 -1.29
WM 2100>3100x170 14.1 610 /.10
305 2.33

WN 4100>3100x%170 28.8

WO 354053100170 239 WL 1900>3100x170 490 -1.74
WP 12700>3100x%<170 72.5 610 -7.56
305 2.21
To compare the seimesic performance between new and WM 210058100170 490 166
conventional structure solutons, the relative difference of 610 6.63
ultimate lateral load R, is defined using the following 305 278
equation: WN 4100>3100x170 490 -2.43
Rigaa = =% 100% €y 610 -4.86
c 305 2.93
where, F; represents the ultimate lateral load when the WO 3540>3100x170 490 -4.60
stud spacing is 305 mm, 490 mm, and 610 mm, 610 -8.37
respectively; F, is the ultimate lateral load for a 305 1.52
conventional stud spacing (406 mm). WP 12700>3100%170 490 -2.62
610 -6.34

Table 8 & 9 show R;,,4 Values of 16 shear walls at the
ground and first floors, respectively. The largest load
reduction is found at WJ, which is around 10% (610 mm),

Table 8: Relative differences of ultimate loads on the
shear walls with alternative structural solutions (stud
spacing: 305mm, 490mm, 610mm); ground floor.
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while WH can see the biggest load increase of 4.89% (305
mm). In addition, when the stud spacing decreases to 305
mm (24.9% decrease), the average value of Rjeaq raises to
around 3.17%. On the other hand, when the stud spacing

increases to 490 mm (20.7% increase) and 610 mm (50.2%

increase), the average values of Rjoaq drop to -1.53 % and
-6.64, respectively. These trends indicate that the new
structural solutions cannot significantly change the
seismic performance of wall structures when compared
with the conventional design.

Analysis of materials use and cost

Table 10 & 11 give the material use and relevant cost for
the construction of conventional shear wall. The SPF use
for the structure is 15.7 m® and costs 40,820 RMB. As for
the cladding panel, the material use and cost tend to be
lower (29,400 RMB for OSB; 1,488 RMB for gypsum
board).

Table 10: Material use and relevant cost of conventional
wall structure (stud spacing: 406mm).

Total cost
3
Name Use (M3) (RMB)
SPF 15.70 40,820

Table 11: Material use and relevant cost of conventional
wall cladding (stud spacing: 406mm).

Name Use (Sheet) Cost (RMB)
0SB 280 29,400
Gypsum Board 124 1,488

Table 12 shows that the material use and cost of three new
structural solutions (A, B, and C). Taking the
conventional solution as a reference (Table 10 & 11), the
use of SPF increases by 29% for A, and decrease by 4.5%
for B and 12.7% for C. Similarly, for OBS use, three new
solutions see relative differences as 16% (A), -6.1% (B),
-35% (C). With the gypsum board, the three values are
19.4% (A), -6.5% (B), and -25.8% (C). It can be found
that decreasing the stud spacing can significantly increase
the material use for both structure and cladding panels,
while a clear reduction of material use can be particularly
found at the cladding panel with an increasing stud
spacing. Moreover, relative differences of total material
cost are 24% (A), -4.8% (B), and -22% (C).
Table 12: Materials use and cost with alternative
structural solutions (stud spacing: 305mm, 490mm,

610mm).
Material use
Name (SPF: m?; OSB & Material cost (RMB)
GB: sheet)
A B C A B C
SPF 20.3 | 15.0 | 13.7 | 52,780 | 39,260 | 35,770
0SB 325 | 263 | 182 | 34,125 | 27,615 | 19,110

GB 148 | 116 92 1,776 1,392 1,104
Total 88,681 | 68,267 | 55,984
Note: A - Stud spacing is 305mm; B - Stud spacing is
490mm; C - Stud spacing is 610mm;

Analysis of embodied carbon

Table 13 indicates the calculated emission of embodied
carbon of conventional design in this timber house (stud
spacing: 406 mm). The embodied carbon in product stage
is -11260.12 kg while this value can reach at 785.72 kg in
the construction process stage. Due to the carbon
sequestration characteristics of timber, the overall
embodied carbon emission can be changed into -10747.4
kg with a whole process of cradle-through-construction.

Table 13: Emission of embodied carbon of conventional
design (cradle-through-construction).

Cradle Construction
Name process stage Total (kg)
stage (kg) (kg)

SPF -11178 773.38 -10405.02

0SB -89.92 7.42 -82.5
Gypsum 8.19 4.92 13.11

Board

Total -11260.12 785.72 -10474.4

Table 14 expresses the calculated emission of embodied
carbon of three optimized structural solutions (A, B, and
C). For the process of cradle-through-construction,
solution A can achieve the lowest embodied carbon
emission (-13533.8 kg) while the highest embodied
carbon emission is found for solution C (-9163.2 kg).
Similar trend is presented at the cradle stage, with the
highest and lowest values for solution A (-14548.18 kg)
and solution C (-9849.48), respectively. At the
construction process stage, positive embodied carbon
emissions are 1014.43 kg (A), 755.37 kg (B), 686.27 kg
(C). Compared with the embodied carbon of conventional
structure (Table 13), solution A can see a carbon reduction
by 30% according to the total process, while solution B
and C have the increased total carbon emission by 3.2%
and 11.9%, respectively.

Table 14: Emission of embodied carbon of alternative
structural solutions (cradle-through-construction).

Construction
process stage (K9) | Total
SPF | OSB | GB | SPF |OSB| GB

Cradle stage (kg)
Name

A |-14453(-104.36| 9.78 |999.97|8.59| 5.86

13533.8
B |-10751|-84.45| 7.66 |743.82|7.04| 4.59 )

10072.6
Cc -9797 | -58.44 | 6.07 |677.82{481| 3.64 |[-9163.2

Note: A - Stud spacing is 305mm; B - Stud spacing is 490mm;
C - Stud spacing is 610mm;

According to Table 13 and 14, the use of SPF (for wall
structure) can make significant contributions to the
reduction of embodied carbon emissions. The embodied
carbon emission at the construction stage of this house can
be sequestered by the production of SPF at the cradle
stage. Thus, the structure design of a timbe house would
be critical in terms of embodied carbon emission.
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Discussions and suggestions

Taking the conventional structure solution (stud spacing
406 mm) as the reference, Figure 7 gives relative
differences of ultimate lateral load, material cost, and
embodied carbon emission of three alternative structure
solutions (stud spacing: 305mm, 490mm, 610mm).

Generally, increasing the stud spacing will reduce
material costs while increasing embodied carbon from
cradle-through-construction. The opposite varying trends
of cost and embodied carbon can be achieved through
reducing the stud spacing. Absolute relative differences of
ultimate lateral load of three solutions are lower than 7%,
indicating that no significant impact of stud spacing can
be found on the seismic performance. For the structure
with a stud spacing of 490 mm, all absolute relative
differences (lateral load, cost, and embodied carbon) are
less than 5%. This might be due to a fact that a small
increase in stud spacing (lower than 25%) cannot lead to
big impact on the three aspects.

There are big relative differences of cost and embodied
carbon, which can be found in structures with stud
spacing of 305 mm and 610 mm. Compared with the
conventional solution, the short stud spacing can achieve
an increase in cost by 23.67%, while a decrease in cost by
21.92% is found for the long stud spacing. As for the
embodied carbon, an opposite trend occurs as: short stud
spacing sees a decrease by 29.21% and long stud spacing
has an increase by 12.52%. Thus, it seems that to balance
cost and embodied carbon emission could be an important
analysis target when a proper level of seismic
performance has been achieved in a series of structural
solutions. Given the alternative solutions, increasing the
stud spacing is a good measure to reduce material costs
and embodied carbon in the construction process stage.
Narrowing stud spacing will deliver a positive impact on
the seismic performance, and more importantly on the
embodied carbon reduction from cradle to construction. If
taking the 20% difference as a threshold, the short spacing
sees significant embodied carbon reduction and cost
increase. However, the long spacing can bring in the
significant cost decrease and an insignificant increase in
embodied carbon (< 15%).

Ultimate lateral load, Materials cost, Embidied Carbon
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Figure 7: Relative differences of alternative structural

Conclusion

This article has presented a BIM-based simulation
analysis of seismic performance, embodied carbon, and
construction cost in a prefabricated Chinese timber house.
Some conclusions that can be drawn from this study
include:

1) It is necessary to implement an integrated analysis at
the design stage of a prefabricated timber house to achieve
a substantially sustainable design. In addition to the basic
analysis of structural safety (seismic performance), it
would be required to include material use/cost and
embodied carbon, which have been proved as core issues
relating to the achievement of sustainable construction of
contemporary buildings.

2) A BIM-based simulation environment can help achieve
the integrated analysis in an efficient way. Using one
typical BIM tool, this study investigated variations of
material use/cost and embodied carbon emission based on
several alternative structural solutions in this timber house.

3) Inaprefabricated timber house, it is possible to conduct
effective structural change through the adjustment of key
structure components (e.g. wall structure in this study).
Some design solutions can lead to significant reduction of
material use and relevant cost while keeping the seismic
performance of structure at a proper level.

4) When conducting structural change in a prefabricated
timber house, there is a need to balance material use/cost
and embodied carbon emission. The alternative solution
with higher levels of structure material use and cost
(23.67%) can significantly benefit the reduction of
embodied carbon emission (29.21%) according to a
process of ‘from-cradle-through-construction’. However,
the decreasing material use (21.92%) can reduce the
embodied carbon emission at the construction stage but
will deliver a detrimental impact on the embodied carbon
reduction (12.52%) in the process of ‘from-cradle-
through-construction’.

Limitations and future work: These conclusions are
obviously limited to a simple structure model (e.g. the
same stud spacing). It would be necessary to investigate
various stud spacing configurations at wall, roof, and
floors. In addition, the structural safety simulation did not
include some factors (e.g. wind, water, etc.). The process
of timber product lifespan ignores de-construction and
disposal, which might over-estimates the benefit of
carbon sequestration. These issues will be studied in
future work.

Acknowledgement

The authors appreciate the funding support from the
National Natural Science Foundation of China through a
research project (No. 2018YDF1100901).

References

B&jesson, P., & Gustavsson, L. (2000). Greenhouse gas
balances in building construction: wood versus

solutions: ultimate lateral load, material cost, and concrete from life-cycle and forest land-use
embodied carbon (taking conventional solution as the perspectives. Energy policy, 28(9), 575-588.
reference).
Proceedings of the 17th IBPSA Conference 3298

Bruges, Belgium, Sept. 1-3, 2021

https://doi.org/10.26868/25222708.2021.30893



INTERNATIONAL
BUILDING

| PERFORMANCE

| SIMULATION
ASSOCIATION

BSI (British Standard Institute). (2011). Sustainability of
construction works - Assessment of environmental
performance of buildings - Calculation method, UK
(BS&EN 15978:2011)

BSI (British Standard Institute). (2014). Wood and wood-
based products. Calculation of the biogenic carbon
content of wood and conversion to carbon dioxide, UK
(BS&EN 16449:2014)

Buchanan, A., Carradine, D., Beattie, G., & Morris, H.
(2011). Performance of houses during the
Christchurch earthquake of 22 February 2011.
Bulletin of the New Zealand Society for Earthquake
Engineering, 44(4), 342-357.

Ceccotti, A. (2008). New technologies for construction of
medium-rise buildings in seismic regions: The XLAM
case. Structural Engineering International, 18,156-
165.

Cheng, H. (2007). Study on the seismic performance of
light wood-framed house. PhD thesis, Tongji
University. Shanghai (China).

Chong, H. Y., Lee, C. Y., & Wang, X. (2017). A mixed
review of the adoption of Building Information
Modelling (BIM) for sustainability. Journal of
Cleaner Production, 142, 4114-4126.

Crawford, R. H., & Cadorel, X. (2017). A framework for
assessing the environmental benefits of mass timber
construction. Procedia engineering, 196, 838-846.

Dodoo, A., Gustavsson, L., & Sathre, R. (2009). Carbon
implications of end-of-life management of building
materials. Resources, Conservation and Recycling,
53(5), 276-286.

Drejeris, R., & Kavolynas, A. (2014). Multi-criteria
evaluation of building sustainability behavior.
Procedia-Social and Behavioral Sciences, 110, 502-
511.

Folz, B. & Filiatrault, A. (2001). Cyclic analysis of wood
shear walls. Journal of structural engineering, 4, 433-
441.

Foschi, R. O. (1977). Analysis of wood diaphragms and
trusses. Part I: Diaphragms. Canadian Journal of Civil
Engineering, 4(3), 345-352.

Hibbitt, K. (2003). Sorensen Inc. ABAQUS/standard
User’s Manual, Version 6.4. 1. Pawtucket (RI, USA):
Hibbitt, Karlsson, & Sorensen.

Johnn, P. J. (2005). Analytical Modeling of Wood-Frame
Shear Walls and Diaphragms. MSc thesis, Brigham
Young University. Provo (USA).

Kaziolas, D. N., Bekas, G. K., Zygomalas, I., &
Stavroulakis, G. E. (2015). Life cycle analysis and
optimization of a timber building. Energy Procedia,
83, 41-49.

Lehmann, S. (2013). Low carbon construction systems
using prefabricated engineered solid wood panels for

urban infill to significantly reduce greenhouse gas
emissions. Sustainable Cities and Society, 6, 57-67.

Lippke, B., Oneil, E., Harrison, R., Skog, K., Gustavsson,
L., Satthre, R. (2011). Life cycle impacts of forest
management and wood utilization on carbon
mitigation:  knowns and unknowns. Carbon
Management, 2(3), 303-333.

Liu, H., Sydora, C., Altaf, M. S., Han, S., & Al-Hussein,
M. (2019). Towards sustainable construction: BIM-
enabled design and planning of roof sheathing
installation for prefabricated buildings. Journal of
Cleaner Production, 235, 1189-1201.

MOHURD (Ministry of Housing and Urban-Rural
Development of the People's Republic of China)
(2013). Code of bills of quantities and valuation for
construction works. Beijing, China. (GB: 50500-2013)

MOHURD (Ministry of Housing and Urban-Rural
Development of the People's Republic of China)
(2017). Standard for design of timber structures.
Beijing, China. (GB: 50005-2017)

MOHURD (Ministry of Housing and Urban-Rural
Development of the People's Republic of China)
(2019). Uniform standard for design of civil
buildings. Beijing, China. (GB: 50352-2019)

Riala, M., & llola, L. (2014). Multi-storey timber
construction  and bioeconomy-barriers  and
opportunities. Scandinavian Journal of Forest
Research, 29(4), 367-377.

Sathre, R. & O’Connor, J. (2010). Meta-analysis of
greenhouse gas displacement factors of wood product
substitution. Enviromental Science & Policy, 13, 104-
114.

Tykk& S., McCluskey, D., Nord, T., Ollongvist, P.,
Hugosson, M., Roos, A., ... & Bajric, F. (2010).
Development of timber framed firms in the
construction sector—Is EU policy one source of their
innovation?. Forest Policy and Economics, 12(3),
199-206.

UNEP-SBCI (2009). Buildings and climate change:
summary for decision-makers. United Nations
Environmental Programme, Sustainable Buildings
and Climate Initiative, Paris, 1-62.
https://europa.eu/capacity4dev/unep/documents/build
ings-and-climate-change-summary-decision-makers
(final access: 10 Decmber 2020).

WFG (Wood for Good). (2017). Lifecycle-database for
wood products. https://woodforgood.com/lifecycle-
database. (final access: 10 December 2020)

Xia, B., O'Neill, T., Zuo, J., Skitmore, M., Chen, Q.
(2014). Perceived obstacles to multi-storey timber-
frame construction: an Australian study. Architectural
Science Review, 57(3), 169-176.

Proceedings of the 17th IBPSA Conference
Bruges, Belgium, Sept. 1-3, 2021

3299
https://doi.org/10.26868/25222708.2021.30893


https://europa.eu/capacity4dev/unep/documents/buildings-and-climate-change-summary-decision-makers
https://europa.eu/capacity4dev/unep/documents/buildings-and-climate-change-summary-decision-makers
https://woodforgood.com/lifecycle-database
https://woodforgood.com/lifecycle-database



